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		Products
	Area, Site & Roadway
		Parent 1
			Area/Site – Contemporary
				


ORX-2-AMLumens: 1,478 – 21,669
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 18 – 200
Category: Area
Product Family: Organix

	


ORX-3-AMLumens: 7,392 – 48,844
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 88 – 452
Category: Area
Product Family: Organix

	


ORX-2-SPTLumens: 1,481 – 21,274
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 18 – 200
Category: Architectural
Product Family: Organix

	


ORX-2-DPTLumens: 1,448 – 21,400
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 18 – 200
Category: Architectural
Product Family: Organix

	


ORX-3-SPTLumens: 6,999 – 46,540
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 84 – 430
Category: Architectural
Product Family: Organix

	


ORX-3-DPTLumens: 6,672 – 47,380
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 84 – 430
Category: Architectural
Product Family: Organix

	


NV-1Lumens: 1,944 – 26,650
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 18 – 205
Product Family: NV

	


NV-1-ASALumens: 1,944 – 26,650
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 18 – 205
Product Family: NV

	


NV-2Lumens: 18,816 – 52,352
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 168 – 409
Product Family: NV

	


NV-2-ASALumens: 18,816 – 52,352
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 168 – 409
Product Family: NV

	


NV-3Lumens: 40,459 – 103,699
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 403 – 805
Product Family: NV

	


NV-3-ASALumens: 40,459 – 103,699
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 403 – 805
Product Family: NV

	


VUE-1Lumens: 4,914 – 22,755
Kelvin: 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 54 – 205
Product Family: Vue

	


VUE-2Lumens: 25,774 – 35,076
Kelvin: 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 263 – 316
Product Family: Vue

	


VUE-3Lumens: 33,306 – 65,934
Kelvin: 40K7, 50K7
Wattage: 397 – 609
Product Family: Vue

	


VUE-4Lumens: 69,519 – 87,372
Kelvin: 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 662 – 809
Product Family: Vue

	


VSR-SLumens: 2,016 – 12,720
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 18 – 106
Product Family: VS

	


VSR-S-YMLumens: 2,016 – 12,720
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 18 – 106
Product Family: VS

	


VSR-1Lumens: 7,427 – 24,600
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 71 – 205
Product Family: VS

	


VSR-1-SPMXLumens: 7,427 – 24,600
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 71 – 205
Product Family: VS

	


VSR-2Lumens: 27,510 – 37,604
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 263 – 316
Product Family: VS

	


VSR-2-SPMXLumens: 27,510 – 37,604
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 263 – 316
Product Family: VS

	


VSS-SLumens: 2,016 – 12,720
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 18 – 106
Product Family: VS

	


VSS-1Lumens: 7,427 – 24,600
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 71 – 205
Product Family: VS

	


VSS-1-SPMXLumens: 7,427 – 24,600
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 71 – 205
Product Family: VS

	


VSS-2Lumens: 27,510 – 37,604
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 263 – 316
Product Family: VS

	


VSS-2-SPMXLumens: 27,510 – 37,604
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 263 – 316
Product Family: VS

	


TRAC 1Lumens: 2,412 – 6,482
Kelvin: 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 18 – 56
Product Family: TRAC Collection

	


TRAC 2Lumens: 4,385 – 12,698
Kelvin: 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 36 – 106
Product Family: TRAC Collection

	


TRAC 3Lumens: 4,385 – 18,686
Kelvin: 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 36 – 156
Product Family: TRAC Collection

	


TRAC 4Lumens: 4,385 – 24,355
Kelvin: 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 36 – 205
Product Family: TRAC Collection

	


TRAC 5Lumens: 4,385 – 24,355
Kelvin: 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 36 – 205
Product Family: TRAC Collection

	Last child



	Last child



	Parent 2
			Area/Site – Decorative
				


CAL-SLumens: 1,800 – 11,872
Kelvin: 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 18 – 106
Product Family: California

	


CAL-1Lumens: 7,100 – 22,960
Kelvin: 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 51 – 205
Product Family: California

	


CAL-2Lumens: 8,500 – 31,034
Kelvin: 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 85 – 263
Product Family: California

	


NOVA 2Lumens: 1,728 – 23,370
Kelvin: 30K, 40K, 50K
Wattage: 18 – 205
Product Family: Nova

	


NEWPORTLumens: 1,476 – 4,845
Kelvin: 30K, 40K, 50K
Wattage: 18 – 71
Product Family: Newport

	


HORIZON PTLumens: 2,142 – 26,240
Kelvin: 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 18 – 205
Product Family: Horizon

	


HORIZON MALumens: 2,142 – 26,240
Kelvin: 30K, 40K, 50K
Wattage: 18 – 205
Product Family: Horizon

	


CLASSIC MINILumens: 2,142 – 6,496
Kelvin: 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 18 – 56
Product Family: Classic

	


CLASSIC 1Lumens: 2,142 – 9,088
Kelvin: 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 18 – 71
Product Family: Classic

	


BELLA VISTA MINILumens: 1,764 – 5,824
Kelvin: 30K, 40K, 50K
Wattage: 18 – 56
Product Family: Bella Vista

	


BELLA VISTA 1Lumens: 3,234 – 11,128
Kelvin: 30K, 40K, 50K
Wattage: 33 – 104
Product Family: Bella Vista

	


CAMBRIALumens: 1,598 – 10,816
Kelvin: 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 17 – 104
Product Family: Cambria

	


WILSHIRELumens: 1,746 – 8,640
Kelvin: 30K, 40K, 50K
Wattage: 18 – 80
Product Family: Wilshire

	


SAVANNAH 1Lumens: 1,598 – 11,024
Kelvin: 30K, 40K, 50K
Wattage: 17 – 104
Product Family: Savannah

	


SAVANNAH 2Lumens: 1,598 – 11,024
Kelvin: 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 17 – 104
Product Family: Savannah

	


CAB-PTLumens: 1,836 – 6,608
Kelvin: 30K, 40K, 50K
Wattage: 18 – 56
Product Family: California

	


CAB-AMLumens: 1,836 – 6,608
Kelvin: 30K, 40K, 50K
Wattage: 18 – 56
Product Family: California

	


SENTRY 1Lumens: 1,602 – 3,636
Kelvin: 30K, 40K, 50K
Wattage: 18 – 36
Product Family: Sentry

	


SENTRY 2Lumens: 4,806 – 10,504
Kelvin: 30K, 40K, 50K
Wattage: 54 – 104
Product Family: Sentry

	


LEGACYLumens: 1,890 – 12,036
Kelvin: 30K, 40K, 50K
Wattage: 18 – 104
Product Family: Legacy

	


DEL MARLumens: 1,584 – 10,404
Kelvin: 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 18 – 104
Product Family: Del Mar

	Last child



	Last child



	View Category Page



	Architectural & Decorative Post Top
		Parent 1
			Architectural & Decorative Post Top
				


ORX-2-SPTLumens: 1,481 – 21,274
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 18 – 200
Category: Architectural
Product Family: Organix

	


ORX-2-DPTLumens: 1,448 – 21,400
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 18 – 200
Category: Architectural
Product Family: Organix

	


ORX-3-SPTLumens: 6,999 – 46,540
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 84 – 430
Category: Architectural
Product Family: Organix

	


ORX-3-DPTLumens: 6,672 – 47,380
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 84 – 430
Category: Architectural
Product Family: Organix

	


TRAC 1Lumens: 2,412 – 6,482
Kelvin: 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 18 – 56
Product Family: TRAC Collection

	


TRAC 2Lumens: 4,385 – 12,698
Kelvin: 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 36 – 106
Product Family: TRAC Collection

	


TRAC 3Lumens: 4,385 – 18,686
Kelvin: 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 36 – 156
Product Family: TRAC Collection

	


TRAC 4Lumens: 4,385 – 24,355
Kelvin: 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 36 – 205
Product Family: TRAC Collection

	


TRAC 5Lumens: 4,385 – 24,355
Kelvin: 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 36 – 205
Product Family: TRAC Collection

	


CAL-SLumens: 1,800 – 11,872
Kelvin: 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 18 – 106
Product Family: California

	


CAL-1Lumens: 5,151 – 23,575
Kelvin: 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 51 – 205
Product Family: California

	


CAL-2Lumens: 8,500 – 31,034
Kelvin: 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 85 – 263
Product Family: California

	


NOVA 2Lumens: 1,728 – 27,801
Kelvin: 30K, 40K, 50K
Wattage: 18 – 247
Product Family: Nova

	


NEWPORTLumens: 1,476 – 6,745
Kelvin: 30K, 40K, 50K
Wattage: 18 – 71
Product Family: Newport

	


HORIZON PTLumens: 2,070 – 26,240
Kelvin: 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 18 – 205
Product Family: Horizon

	


HORIZON MALumens: 2,070 – 26,240
Kelvin: 30K, 40K, 50K
Wattage: 18 – 205
Product Family: Horizon

	


CLASSIC MINILumens: 2,070 – 6,496
Kelvin: 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 18 – 56
Product Family: Classic

	


CLASSIC 1Lumens: 2,070 – 9,088
Kelvin: 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 18 – 71
Product Family: Classic

	


BELLA VISTA MINILumens: 1,728 – 5,992
Kelvin: 30K, 40K, 50K
Wattage: 18 – 56
Product Family: Bella Vista

	


BELLA VISTA 1Lumens: 3,168 – 11,128
Kelvin: 30K, 40K, 50K
Wattage: 33 – 104
Product Family: Bella Vista

	


CAMBRIALumens: 1,598 – 10,816
Kelvin: 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 17 – 104
Product Family: Cambria

	


WILSHIRELumens: 1,746 – 8,640
Kelvin: 30K, 40K, 50K
Wattage: 18 – 80
Product Family: Wilshire

	


SAVANNAH 1Lumens: 1,598 – 11,024
Kelvin: 30K, 40K, 50K
Wattage: 17 – 104
Product Family: Savannah

	


SAVANNAH 2Lumens: 1,598 – 11,024
Kelvin: 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 17 – 104
Product Family: Savannah

	


CAB-PTLumens: 1,836 – 6,608
Kelvin: 30K, 40K, 50K
Wattage: 18 – 56
Product Family: California

	


CAB-AMLumens: 1,836 – 6,608
Kelvin: 30K, 40K, 50K
Wattage: 18 – 56
Product Family: California

	


SENTRY 1Lumens: 1,602 – 3,636
Kelvin: 30K, 40K, 50K
Wattage: 18 – 36
Product Family: Sentry

	


SENTRY 2Lumens: 4,806 – 10,504
Kelvin: 30K, 40K, 50K
Wattage: 54 – 104
Product Family: Sentry

	


LEGACYLumens: 1,890 – 12,036
Kelvin: 30K, 40K, 50K
Wattage: 18 – 102
Product Family: Legacy

	


DEL MARLumens: 1,429 – 10,924
Kelvin: 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 18 – 104
Product Family: Del Mar

	


VSR-S-YMLumens: 2,070 – 12,296
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 18 – 106
Product Family: VS

	


VSR-1-SPMXLumens: 7,427 – 23,785
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 71 – 205
Product Family: VS

	


VSR-2-SPMXLumens: 26,585 – 36,665
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 263 – 316
Product Family: VS

	


VSS-1-SPMXLumens: 7,242 – 25,215
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 71 – 205
Product Family: VS

	


VSS-2-SPMXLumens: 26,826 – 37,288
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 263 – 316
Product Family: VS

	Last child



	Last child



	View Category Page



	Bollards
		Parent 1
			Bollards – Contemporary
				


TBLLumens: 765 – 6,496
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 10 – 56
Heights: 24”, 36”, 42”
Size: 5”X3”
Category: Bollards
Product Family: TRAC Collection

	


TBALumens: 765 – 6,496
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 10 – 56
Heights: 24”, 36”, 42”
Size: 5”X3”
Category: Bollards
Product Family: NV / TRAC

	


SEA SIDE-F (SQ), COG45 SEA SIDE (SQ) FLAT TOP, COG45Lumens: 945 - 2,003
 Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
 Wattage: 17 – 36
 Heights: 26”, 36”, 42”
 Size: 8” SQ
 Product Family: Sea Side Bollard

	


SEA SIDE-F (SQ), SL SEA SIDE (SQ) FLAT TOP, STACKED LOUVERLumens: 986 - 2,275
 Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
 Wattage: 17 – 35
 Heights: 26”, 36”, 42”
 Size: 8” SQ
 Product Family: Sea Side Bollard

	


SEA SIDE-F (SQ), PRSEA SIDE (SQ) FLAT TOP, PARACLINELumens: 1,309 - 2,975
 Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
 Wattage: 17 – 35
 Heights: 26”, 36”, 42”
 Size: 8” SQ
 Product Family: Sea Side Bollard

	


SEA SIDE-F (RND),  COG45SEA SIDE (RND) FLAT TOP, COG45Lumens: 945 - 2,003
 Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
 Wattage: 17 – 36
 Heights: 26”, 36”, 42”
 Diameter: 6” OD, 8” OD
  Product Family: Sea Side Bollard

	


SEA SIDE-F (RND), SLSEA SIDE (RND) FLAT TOP, STACKED LOUVERLumens: 986 - 2,275
 Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
 Wattage: 17 – 35
 Heights: 26”, 36”, 42”
 Diameter: 6” OD, 8” OD
  Product Family: Sea Side Bollard

	


SEA SIDE-F (RND), PRSEA SIDE (RND) FLAT TOP, PARACLINELumens: 1,309 - 2,975
 Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
 Wattage: 17 – 35
 Heights: 26”, 36”, 42”
 Diameter: 6” OD, 8” OD
  Product Family: Sea Side Bollard

	


SEA SIDE-D (RND), COG45SEA SIDE (RND) DOME TOP, COG45Lumens: 945 - 2,003
 Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
 Wattage: 17 – 36
 Heights: 26”, 36”, 42”
 Diameter: 6” OD, 8” OD
  Product Family: Sea Side Bollard

	


SEA SIDE-D (RND), SLSEA SIDE (RND) DOME TOP, STACKED LOUVERLumens: 986 - 2,275
 Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
 Wattage: 17 – 35
 Heights: 26”, 36”, 42”
 Diameter: 6” OD, 8” OD
  Product Family: Sea Side Bollard

	


SEA SIDE-D (RND), PRSEA SIDE (RND) DOME TOP, PARACLINELumens: 1,309 - 2,975
 Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
 Wattage: 17 – 35
 Heights: 26”, 36”, 42”
 Diameter: 6” OD, 8” OD
  Product Family: Sea Side Bollard

	Last child



	Bollards – Decorative
				


ORX-BLumens: 1,176 – 5,161
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 18 – 55
Category: Bollards
Product Family: Organix

	


CALIFORNIA BOLLARDLumens: 918 – 6,608
 Kelvin: 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
 Wattage: 10 – 56
 Heights: 36”, 42”, 60”, 96”
 Diameter: 8” OD
 Product Family: California

	


RADIAN BOLLARDLumens: 1,907 – 4,164
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 21 – 35
Heights: 20”, 30”, 40”
Diameter: 6” OD
Category: Bollards
Product Family: Radian

	


WESTFIELD BOLLARDLumens: 1,056 – 2,112
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 21 – 33
Heights: 42”
Diameter: 8” OD
Category: Bollards
Product Family: Westfield

	Last child



	Last child



	Parent 2
			Bollards – Impact Rated (S10/S20)
				


SEA SIDE-F IMPACT (SQ),  COG45SEA SIDE IMPACT BOLLARD (SQ) FLAT TOP, COG45Impact Rated: S20
Lumens: 945 – 2,003
 Kelvin: 30K7, 40K7, 50K7
 Wattage: 17 – 36
 Heights: 49”
 Size: 8” SQ
  Product Family: Sea Side Bollard

	


SEA SIDE-F IMPACT (SQ), SLSEA SIDE IMPACT BOLLARD (SQ) FLAT TOP, STACKED LOUVERImpact Rated: S20
Lumens: 986 – 2,275
 Kelvin: 30K7, 40K7, 50K7
 Wattage: 17 – 35
 Heights: 49”
 Size: 8” SQ
  Product Family: Sea Side Bollard

	


SEA SIDE-F IMPACT (SQ), PRSEA SIDE IMPACT BOLLARD (SQ) FLAT TOP, PARACLINEImpact Rated: S20
Lumens: 1,309 – 2,975
 Kelvin: 30K7, 40K7, 50K7
 Wattage: 17 – 35
 Heights: 49”
 Size: 8” SQ
  Product Family: Sea Side Bollard

	


SEA SIDE-F IMPACT (SQ), UNLITSEA SIDE IMPACT BOLLARD (SQ) FLAT TOP, UNLITImpact Rated: S20
Heights: 49”
 Size: 8” SQ
  Product Family: Sea Side Bollard

	


SEA SIDE-F IMPACT (RND),  COG45SEA SIDE IMPACT BOLLARD (RND) FLAT TOP, COG45Impact Rated: S10, S20
Lumens: 945 – 2,003
 Kelvin: 30K7, 40K7, 50K7
 Wattage: 17 – 36
 Heights: 49”
 Diameter: 6” OD, 8” OD
  Product Family: Sea Side Bollard

	


SEA SIDE-F IMPACT (RND), SLSEA SIDE IMPACT BOLLARD (RND) FLAT TOP, STACKED LOUVERImpact Rated: S10, S20
Lumens: 986 – 2,275
 Kelvin: 30K7, 40K7, 50K7
 Wattage: 17 – 35
 Heights: 49”
 Diameter: 6” OD, 8” OD
  Product Family: Sea Side Bollard

	


SEA SIDE-F IMPACT (RND), PRSEA SIDE IMPACT BOLLARD (RND) FLAT TOP, PARACLINEImpact Rated: S10, S20
Lumens: 1,309 – 2,975
 Kelvin: 30K7, 40K7, 50K7
 Wattage: 17 – 35
 Heights: 49”
 Diameter: 6” OD, 8” OD
  Product Family: Sea Side Bollard

	


SEA SIDE-F IMPACT (RND), UNLITSEA SIDE IMPACT BOLLARD (RND) FLAT TOP, UNLITImpact Rated: S10, S20
Heights: 49”
 Diameter: 6” OD, 8” OD
  Product Family: Sea Side Bollard

	


SEA SIDE-D IMPACT (RND), COG45SEA SIDE IMPACT BOLLARD (RND) DOME TOP, COG45Impact Rated: S10, S20
Lumens: 945 – 2,003
 Kelvin: 30K7, 40K7, 50K7
 Wattage: 17 – 36
 Heights: 49”
 Diameter: 6” OD, 8” OD
  Product Family: Sea Side Bollard

	


SEA SIDE-D IMPACT (RND), SLSEA SIDE IMPACT BOLLARD (RND) DOME TOP, STACKED LOUVERImpact Rated: S10, S20
Lumens: 986 – 2,275
 Kelvin: 30K7, 40K7, 50K7
 Wattage: 17 – 35
 Heights: 49”
 Diameter: 6” OD, 8” OD
  Product Family: Sea Side Bollard

	


SEA SIDE-D IMPACT (RND), PRSEA SIDE IMPACT BOLLARD (RND) DOME TOP, PARACLINEImpact Rated: S10, S20
Lumens: 1,309 – 2,975
 Kelvin: 30K7, 40K7, 50K7
 Wattage: 17 – 35
 Heights: 49”
 Diameter: 6” OD, 8” OD
  Product Family: Sea Side Bollard

	


SEA SIDE-D IMPACT (RND), UNLITSEA SIDE IMPACT BOLLARD (RND) DOME TOP, UNLITImpact Rated: S10, S20
Heights: 49”
 Diameter: 6” OD, 8” OD
  Product Family: Sea Side Bollard

	


RADIAN IMPACT BOLLARDImpact Rated: S10
Lumens: 1,907 – 4,164
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 21 – 35
Heights: 45”
Diameter: 6” OD
Category: Bollards
Product Family: Radian

	


RADIAN IMPACT, UNLITImpact Rated: S10
Heights: 45”
 Diameter: 6” OD
  Product Family: Radian

	


WESTFIELD IMPACT BOLLARDImpact Rated: S20
Lumens: 1,056 – 2,112
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 21 – 33
Heights: 53”
Diameter: 8” OD
Category: Bollards
Product Family: Westfield

	


WESTFIELD IMPACT, UNLITImpact Rated: S20
Heights: 53”
 Diameter: 8” OD
  Product Family: Westfield
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	Columns
		Parent 1
			Columns
				


LIRA-6 22WLumens: 2,860 – 3,036
 Kelvin: 30K, 40K, 50K
 Wattage: 22
 Lens Ht.: 1′
 Base Ht.: 2′ – 12′
 Overall Ht.: 3′ – 13′
 Diameter: 6” OD
 Product Family: Lira

	


LIRA-6 44WLumens: 5,720 – 6,072
 Kelvin: 30K, 40K, 50K
 Wattage: 44
 Lens Ht.: 2′
 Base Ht.: 2′ – 12′
 Overall Ht.: 4′ – 14′
 Diameter: 6” OD
 Product Family: Lira

	


LIRA-6 66WLumens: 8,580 – 9,108
 Kelvin: 30K, 40K, 50K
 Wattage: 66
 Lens Ht.: 3′
 Base Ht.: 2′ – 12′
 Overall Ht.: 5′ – 15′
 Diameter: 6” OD
 Product Family: Lira

	


LIRA-6 88WLumens: 11,568 – 12,144
 Kelvin: 30K, 40K, 50K
 Wattage: 88
 Lens Ht.: 4′
 Base Ht.: 2′ – 12′
 Overall Ht.: 6′ – 16′
 Diameter: 6” OD
 Product Family: Lira

	


LIRA-6 110WLumens: 14,300 – 15,180
 Kelvin: 30K, 40K, 50K
 Wattage: 110
 Lens Ht.: 5′
 Base Ht.: 2′ – 12′
 Overall Ht.: 7′ – 17′
 Diameter: 6” OD
 Product Family: Lira

	


LIRA LC (6OD) SMLLumens: 2,860 – 15,180
 Kelvin: 30K, 40K, 50K
 Wattage: 22 – 110
 Heights: 3’
 Diameter: 6” OD
Product Family: Lira

	


LIRA LC (6OD) MEDLumens: 2,860 – 15,180
 Kelvin: 30K, 40K, 50K
 Wattage: 22 – 110
 Heights: 8’
 Diameter: 6” OD
Product Family: Lira

	


LIRA LC (60D) LRGLumens: 2,860 – 15,180
 Kelvin: 30K, 40K, 50K
 Wattage: 22 – 110
 Heights: 14’
 Diameter: 6” OD
Product Family: Lira

	


LIRA LC (80D) SMLLumens: 2,860 – 15,180
 Kelvin: 30K, 40K, 50K
 Wattage: 22 – 110
 Heights: 3’
 Diameter: 8” OD 
 Product Family: Lira

	


LIRA LC (80D) MEDLumens: 2,860 – 15,180
 Kelvin: 30K, 40K, 50K
 Wattage: 22 – 110
 Heights: 8’
 Diameter: 8” OD 
 Product Family: Lira

	


LIRA LC (80D) LRGLumens: 2,860 – 15,180
 Kelvin: 30K, 40K, 50K
 Wattage: 22 – 110
 Heights: 17’
 Diameter: 8” OD 
 Product Family: Lira

	Last child



	Columns
				


LIRA-8 22WLumens: 2,860 – 3,036
 Kelvin: 30K, 40K, 50K
 Wattage: 22
 Lens Ht.: 1′
 Base Ht.: 2′ – 12′
 Overall Ht.: 3′ – 13′
 Diameter: 8” OD
 Product Family: Lira

	


LIRA-8 44WLumens: 5,720 – 6,072
 Kelvin: 30K, 40K, 50K
 Wattage: 44
 Lens Ht.: 2′
 Base Ht.: 2′ – 12′
 Overall Ht.: 4′ – 14′
 Diameter: 8” OD
 Product Family: Lira

	


LIRA-8 66WLumens: 8,580 – 9,108
 Kelvin: 30K, 40K, 50K
 Wattage: 66
 Lens Ht.: 3′
 Base Ht.: 2′ – 12′
 Overall Ht.: 5′ – 15′
 Diameter: 8” OD
 Product Family: Lira

	


LIRA-8 88WLumens: 11,568 – 12,144
 Kelvin: 30K, 40K, 50K
 Wattage: 88
 Lens Ht.: 4′
 Base Ht.: 2′ – 12′
 Overall Ht.: 6′ – 16′
 Diameter: 8” OD
 Product Family: Lira

	


LIRA-8 110WLumens: 14,300 – 15,180
 Kelvin: 30K, 40K, 50K
 Wattage: 110
 Lens Ht.: 5′
 Base Ht.: 2′ – 12′
 Overall Ht.: 7′ – 17′
 Diameter: 8” OD
 Product Family: Lira
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	Last child



	Parent 2
			Columns – RGBW
				


LIRA-6 22W RGBWLumens: 2,024
 Kelvin: RGBW
 Wattage: 22
 Lens Ht.: 1′
 Base Ht.: 2′ – 12′
 Overall Ht.: 3′ – 13′
 Diameter: 6” OD
 Product Family: Lira

	


LIRA-6 44W RGBWLumens: 4,048
 Kelvin: RGBW
 Wattage: 44
 Lens Ht.: 2′
 Base Ht.: 2′ – 12′
 Overall Ht.: 4′ – 14′
 Diameter: 6” OD
 Product Family: Lira

	


LIRA-6 66W RGBWLumens: 6,072
 Kelvin: RGBW
 Wattage: 66
 Lens Ht.: 3′
 Base Ht.: 2′ – 12′
 Overall Ht.: 5′ – 15′
 Diameter: 6” OD
 Product Family: Lira

	


LIRA-6 88W RGBWLumens: 8,096
 Kelvin: RGBW
 Wattage: 88
 Lens Ht.: 4′
 Base Ht.: 2′ – 12′
 Overall Ht.: 6′ – 16′
 Diameter: 6” OD
 Product Family: Lira

	


LIRA-6 110W RGBWLumens: 10,120
 Kelvin: RGBW
 Wattage: 110
 Lens Ht.: 5′
 Base Ht.: 2′ – 12′
 Overall Ht.: 7′ – 17′
 Diameter: 6” OD
 Product Family: Lira

	


LIRA LC (6OD) SML RGBWLumens: 2,024 – 10,120
 Kelvin: RGBW
 Wattage: 22 – 110
 Heights: 3’
 Diameter: 6” OD
  Product Family: Lira

	


LIRA LC (60D) MED RGBWLumens: 2,024 – 10,120
 Kelvin: RGBW
 Wattage: 22 – 110
 Heights: 8’
 Diameter: 6” OD 
 Product Family: Lira

	


LIRA LC (60D) LRG RGBWLumens: 2,024 – 10,120
 Kelvin: RGBW
 Wattage: 22 – 110
 Heights: 14’
 Diameter: 6” OD 
 Product Family: Lira

	


LIRA LC (80D) SML RGBWLumens: 2,024 – 10,120
 Kelvin: RGBW
 Wattage: 22 – 110
 Heights: 3’
 Diameter: 8” OD 
 Product Family: Lira

	


LIRA LC (80D) MED RGBWLumens: 2,024 – 10,120
 Kelvin: RGBW
 Wattage: 22 – 110
 Heights: 8’
 Diameter: 8” OD 
 Product Family: Lira

	


LIRA LC (80D) LRG RGBWLumens: 2,024 – 10,120
 Kelvin: RGBW
 Wattage: 22 – 110
 Heights: 17’
 Diameter: 8” OD 
 Product Family: Lira
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	Columns-RGBW
				


LIRA-8 22W RGBWLumens: 2,024
 Kelvin: RGBW
 Wattage: 22
 Lens Ht.: 1′
 Base Ht.: 2′ – 12′
 Overall Ht.: 3′ – 13′
 Diameter: 8” OD
 Product Family: Lira

	


LIRA-8 44W RGBWLumens: 4,048
 Kelvin: RGBW
 Wattage: 44
 Lens Ht.: 2′
 Base Ht.: 2′ – 12′
 Overall Ht.: 4′ – 14′
 Diameter: 8” OD
 Product Family: Lira

	


LIRA-8 66W RGBWLumens: 6,072
 Kelvin: RGBW
 Wattage: 66
 Lens Ht.: 3′
 Base Ht.: 2′ – 12′
 Overall Ht.: 5′ – 15′
 Diameter: 8” OD
 Product Family: Lira

	


LIRA-8 88W RGBWLumens: 8,096
 Kelvin: RGBW
 Wattage: 88
 Lens Ht.: 4′
 Base Ht.: 2′ – 12′
 Overall Ht.: 6′ – 16′
 Diameter: 8” OD
 Product Family: Lira

	


LIRA-8 110W RGBWLumens: 10,120
 Kelvin: RGBW
 Wattage: 110
 Lens Ht.: 5′
 Base Ht.: 2′ – 12′
 Overall Ht.: 7′ – 17′
 Diameter: 8” OD
 Product Family: Lira
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	Floodlights
		Parent 1
			ORX
				


ORX-F1Lumens: 1,888 – 5,361
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 22 – 55
Category: Floodlights
Product Family: Organix

	


ORX-F2Lumens: 5,348 – 23,703
Kelvin: 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 60 – 198
Category: Floodlights
Product Family: Organix

	


ORX-F3Lumens: 27,422 – 53,332
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 310 – 445
Category: Floodlights
Product Family: Organix

	Last Child



	Color
				


NV-F1Lumens: 2,160 – 6,030
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 20 – 45
Product Family: NV

	


NV-F2Lumens: 5,400 – 10,720
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 50 – 80
Product Family: NV

	


NV-F3Lumens: 9,125 – 26,275
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 60 – 205
Product Family: NV

	


NV-F4Lumens: 19,465 – 50,781
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 120 – 409
Product Family: NV

	


NV-F5Lumens: 51,797 – 103,699
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 575 – 805
Product Family: NV

	Last child



	Static Color
				


NV-F1 Static ColorLumens: 2,160 – 6,030
624-634nm (Red)
520-540nm (Green)
440-460nm (Royal Blue)
585-600nm (PC Amber)
Wattage: 20 – 45
Product Family: NV
Static Colors:  

	


NV-F2 Static ColorLumens: 5,400 – 10,720
624-634nm (Red)
520-540nm (Green)
440-460nm (Royal Blue)
585-600nm (PC Amber)
Wattage: 50 – 80
Product Family: NV
Static Colors:  

	


NV-F3 Static ColorLumens: 9,125 – 26,275
624-634nm (Red)
520-540nm (Green)
440-460nm (Royal Blue)
585-600nm (PC Amber)
Wattage: 60 – 205
Product Family: NV
Static Colors:  

	


NV-F4 Static ColorLumens: 19,465 – 50,781
624-634nm (Red)
520-540nm (Green)
440-460nm (Royal Blue)
585-600nm (PC Amber)
Wattage: 120 – 409
Product Family: NV
Static Colors:  

	


NV-F5 Static ColorLumens: 51,797 – 103,699
624-634nm (Red)
520-540nm (Green)
440-460nm (Royal Blue)
585-600nm (PC Amber)
Wattage: 575 – 805
Product Family: NV
Static Colors:  
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	Garage, Canopy & Ceiling
		


ORX-1-CMLumens: 1,131 – 5,214
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 22 – 43
Category: Ceiling Mount
Product Family: Organix

	


ORX-2-CMLumens: 1,478 – 21,669
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 18 – 200
Category: Ceiling Mount
Product Family: Organix

	


AVSL-2FLumens: 2,043 – 5,425
Kelvin: 30K8, 35K8, 40K8, 50K8
Wattage: 20 – 50
Product Family: AVSL

	


AVSL-4FLumens: 3,967 – 9,445
Kelvin: 30K8, 35K8, 40K8, 50K8
Wattage: 20 – 50
Product Family: AVSL

	


VSR-S-CMLumens: 2,154 – 12,299
Kelvin: 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 18 – 106
Product Family: Value Series

	


VSR-S-PMLumens: 2,154 – 12,299
Kelvin: 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 18 – 106
Product Family: Value Series

	


VSR-1-CMLumens: 11,544 – 23,785
Kelvin: 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 104 – 205
Product Family: Value Series

	


VSR-1-PMLumens: 11,544 – 23,785
Kelvin: 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 104 – 205
Product Family: Value Series

	


VSS-S-CMLumens: 1,944 – 12,508
Kelvin: 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 18 – 106
Product Family: Value Series

	


VSS-S-PMLumens: 1,944 – 12,508
Kelvin: 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 18 – 106
Product Family: Value Series

	


VSS-1-CMLumens: 7,242 – 25,215
Kelvin: 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 71 – 205
Product Family: Value Series

	


VSS-1-PMLumens: 7,242 – 25,215
Kelvin: 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 71 – 205
Product Family: Value Series

	


GUARDIANLumens: 4,032 – 14,077
Kelvin: 40K, 50K
Wattage: 33 – 132
Product Family: Guardian
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	Wall Mount
		Parent 1
			Wall Mount-Sconces & Wall Packs
				


HERMOSALumens: 2,163 – 5,691
Kelvin: 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 28 -68
Product Family: Hermosa

	


TWALumens: 1,206 – 6,359
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 10 – 56
Product Family: TRAC

	


NV-WLumens: 2,398 – 11,544
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 21 – 100
Product Family: NV

	


NV-W2Lumens: 9,285 – 24,007
Kelvin: 27K7, 27K8 , 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 99 – 205
Product Family: NV

	


FLOW 1Lumens: 1,484 – 6,390
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 21 – 71
Product Family: Flow

	


FLOW 2Lumens: 2,772 – 9,672
Kelvin: 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 33 – 106
Product Family: Flow

	


RHCLumens: 2,239 – 6,301
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 21 – 55
Product Family: Regent

	


KLIPUD Lumens: 1,032 – 3,238
D Lumens: 588 – 1,775
U Lumens: 472 – 1,427
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 10 – 53
Product Family: Klip

	


TWLLumens: 1,206 – 6,359
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 10 – 56
Product Family: TRAC
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	Wall Mount-Adjustable High Lumens
				


NV-F3-WMLumens: 9,125 – 26,275
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 60 – 205
Product Family: NV

	


NV-F4-WMLumens: 19,465 – 50,781
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 120 – 409
Product Family: NV
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	Wall Mount-Linear
				


AVSL-2F-WMLumens: 2,043 – 5,425
Kelvin: 30K8, 35K8, 40K8, 50K8
Wattage: 20 – 50
Product Family: AVSL

	


AVSL-4F-WMLumens: 3,967 – 9,445
Kelvin: 30K8, 35K8, 40K8, 50K8
Wattage: 20 – 50
Product Family: AVSL
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	Parent 2
			Wall Mount-High Lumens
				


NV-1-WMLumens: 2,016 – 26,650
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 18 – 205
Product Family: NV

	


NV-2-WMLumens: 18,816 – 52,352
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 168 – 409
Product Family: NV

	


NV-3-WMLumens: 39,144 – 103,699
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 403 – 805
Product Family: NV

	


VUE-1-DWMLumens: 4,914 – 22,755
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 54 – 205
Product Family: Vue

	


VUE-2-DWMLumens: 25,774 – 35,076
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 263 – 316
Product Family: Vue

	


VUE-3-DWMLumens: 33,306 – 65,934
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 397 – 609
Product Family: Vue

	


VUE-1-WMLumens: 4,914 – 22,755
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 54 – 205
Product Family: Vue

	


VUE-2-WMLumens: 25,774 – 35,076
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 236 – 316
Product Family: Vue

	


VUE-3-WMLumens: 33,306 – 65,934
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 397 – 609
Product Family: Vue

	


VSR-S-WMLumens: 2,070 – 12,296
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 18 – 106
Product Family: VS

	


VSR-1-WMLumens: 7,427 – 23,785
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 71 – 205
Product Family: VS

	


VSR-2-WMLumens: 26,585 – 36,665
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 263 – 316
Product Family: VS

	


VSS-S-WMLumens: 26,826 – 39,816
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 18 – 106
Product Family: VS

	


VSS-1-WMLumens: 7,242 – 25,215
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 71 – 205
Product Family: VS

	


VSS-2-WMLumens: 26,826 – 37,288
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 263 – 316
Product Family: VS
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	Wall Mount-Column Sconces
				


LIRA WALL SCONCELumens: 2,863 – 12,147
Kelvin: 30K7, 40K7, 50K7, RGB
Wattage: 22 – 88
Product Family: Lira
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	Parent 3
			Wall Mount-Architectural & Decorative
				


ORX-CLumens: 5,953 – 16,978
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 88 – 155
Category: Wall Mount
Product Family: Organix

	


ORX-WLumens: 1,576 – 9,838
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 18 – 87
Category: Wall Mount
Product Family: Organix

	


ORX-2-WLumens: 1,478 – 21,513
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 18 – 200
Category: Wall Mount
Product Family: Organix

	


ORX-2-PTWMLumens: 1,448 – 21,400
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 18 – 200
Category: Wall Mount
Product Family: Organix

	


BV-M-WMLumens: 1,728 – 5,992
Kelvin: 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 18 – 56
Product Family: Bella Vista

	


BV-1-WMLumens: 3,168 – 11,128
Kelvin: 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 33 – 104
Product Family: Bella Vista

	


CAB-AM-WMLumens: 1,836 – 6,608
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 18 – 56
Product Family: California

	


CAB-WLumens: 1,836 – 6,608
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 18 – 56
Product Family: California

	


CAL-S-WMLumens: 1,800 – 11,872
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 18 – 106
Product Family: California

	


CAL-1-WMLumens: 5,151 – 23,575
Kelvin: 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 51 – 205
Product Family: California

	


CAL-2-WMLumens: 8,500 – 31,034
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 85 – 263
Product Family: California

	


CAM-1-WMLumens: 1,598 – 10,816
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 17 – 104
Product Family: Cambria

	


CLA-M-WMLumens: 2,070 – 6,496
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 18 – 56
Product Family: Classic

	


CLA-1-WMLumens: 2,070 – 9,088
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 18 – 71
Product Family: Classic

	


DMR-1-WMLumens: 1,429 – 10,924
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 18 – 104
Product Family: Del Mar

	


HRZ-MA-WMLumens: 2,070 – 26,240
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 18 – 205
Product Family: Horizon

	


HRZ-PT-WMLumens: 2,070 – 26,240
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 18 – 205
Product Family: Horizon

	


LEG-1-WMLumens: 1,890 – 12,036
Kelvin: 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 18 – 102
Product Family: Legacy

	


NOVA-2-WMLumens: 1,728 – 27,801
Kelvin: 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 18 – 247
Product Family: Nova

	


NWP-1-WMLumens: 1,476 – 6,745
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 18 – 71
Product Family: Newport

	


SVN-1-WMLumens: 1,598 – 11,024
 Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
 Wattage: 17 – 104
 Product Family: Savannah

	


SVN-2-WMLumens: 1,598 – 11,024
 Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
 Wattage: 17 – 104
 Product Family: Savannah

	


SY-1-WMLumens: 1,602 – 3,636
Kelvin: 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 18 – 36
Product Family: Sentry

	


SY-2-WMLumens: 4,806 – 10,504
Kelvin: 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 54 – 104
Product Family: Sentry

	


WIL-WMLumens: 1,746 – 8,640
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 18 – 80
Product Family: Wilshire
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	Sports
		


Tennis & Pickleball►
			VUE-34X PKL/TNS
	VUE-4 PKL/TNS
	VUE-2 PKL/TNS
	VUE-3 PKL/TNS
	NV-1 PKL/TNS
	NV-2 PKL/TNS



	


Field Sports►
(Baseball, Football, Soccer)
			VUE-34X SPORTS
	VUE-4 SLS
	VUE-4R SLS
	NV-3 SPORTS
	SLS Cross Arms
	SLS Connect Link Cabinet



	


Parks►
(Skate, Recreational)
			VUE-3 SPORTS
	VUE-4 SLS
	VUE-4R SLS
	SLS Cross Arms
	SLS Connect Link Cabinet
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	Poles & Bases
		


SSSP
	


SSAP
	


RSSP
	


RSAP
	


RTSP
	


RTAP
	


RSFP
	


DBSSSP
	


DBRSSP
	


DBRSAP
	


DPB-100
	


DPB-200
	


DPB-300
	


DPB-400
	


DPB-500
	


DPB-600
	


DPB-800
	


DPB-900
	


DPB-1100
	


DPB-1300
	


DPB-1400
	


POLE BASE COVER
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	Cross Arms
		


CROSS ARMS
	


INLINE CROSS ARMS
	


INLINE CROSS PENDANT ARMS
	


SLIP FIT ARMS
	


BULL HORN ARMS
	


TENNIS COURT ARMS
	


DAVIT ARM
	View Category Page



	Decorative Arms
		Parent 1
			Decorative Arms – Pole Mount
				


ARCHITECTURAL ARM 1
	


ARCHITECTURAL ARM 2
	


ARCHITECTURAL ARM 3
	


ARCHITECTURAL ARM 4
	


ARCHITECTURAL ARM 5
	


ARCHITECTURAL ARM 6
	


ARCHITECTURAL ARM 7
	


ARCHITECTURAL ARM 8
	


ARCHITECTURAL ARM 9
	


ARCHITECTURAL ARM 10
	


ARCHITECTURAL ARM 11
	


ARCHITECTURAL ARM 12
	


ARCHITECTURAL ARM 13
	


ARCHITECTURAL ARM 14
	


ARCHITECTURAL ARM 15
	


ARCHITECTURAL ARM 16
	


ARCHITECTURAL ARM 17
	


ARCHITECTURAL ARM 18
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	Parent 2
			Decorative Arms – Wall Mount
				


AA 1 WM
	


AA 2 WM
	


AA 3 WM
	


AA 4 WM
	


AA 5 WM
	


AA 6 WM
	


AA 7 WM
	


AA 8 WM
	


AA 9 WM
	


AA 10 WM
	


AA 11 WM
	


AA 12 WM
	


AA 13 WM
	


AA 14 WM
	


AA 15 WM
	


AA 16 WM
	


AA 17 WM
	


AA 18 WM
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	Accessories
		


ADAPTORS
	


BANNER ARMS
	


DAVIT ARM FITTER
	


PIER MOUNT
	


QMB
	


RQMB
	


WALL MOUNT BRACKETS
	View Category Page



	Quickship Flash
		


FLX-NV-1Lumens: 7,739 – 26,650
Kelvin: 30K, 40K, 50K
Wattage: 71 – 205
Product Family: FLX

	


FLX-NV-2Lumens: 27,352 – 51,534
Kelvin: 30K, 40K, 50K
Wattage: 168 – 409
Product Family: FLX

	


FLX-NV-WLumens: 2,470 – 9,646
Kelvin: 30K, 40K, 50K
Wattage: 19 – 71
Product Family: FLX

	


FLX-NV-F1Lumens: 2,200 – 6,030
Kelvin: 30K, 40K, 50K
Wattage: 20 – 45
Product Family: FLX

	


FLX-NV-F2Lumens: 6,600 – 10,720
Kelvin: 30K, 40K, 50K
Wattage: 60 – 80
Product Family: FLX

	


FLX-SSSP
	View Category Page



	New Products
		Parent 1
			Area, Site & Roadway – New
				


NV-3Lumens: 40,459 – 103,699
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 403 – 805
Product Family: NV

	


NV-3-ASALumens: 40,459 – 103,699
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 403 – 805
Product Family: NV

	


ORX-2-AMLumens: 1,478 – 21,669
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 18 – 200
Category: Area
Product Family: Organix

	


ORX-3-AMLumens: 7,392 – 48,844
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 88 – 452
Category: Area
Product Family: Organix

	


ORX-2-SPTLumens: 1,481 – 21,274
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 18 – 200
Category: Architectural
Product Family: Organix

	


ORX-2-DPTLumens: 1,448 – 21,400
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 18 – 200
Category: Architectural
Product Family: Organix

	


ORX-3-SPTLumens: 6,999 – 46,540
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 84 – 430
Category: Architectural
Product Family: Organix

	


ORX-3-DPTLumens: 6,672 – 47,380
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 84 – 430
Category: Architectural
Product Family: Organix
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	Architectural & Decorative Post Top – New
				


ORX-2-SPTLumens: 1,481 – 21,274
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 18 – 200
Category: Architectural
Product Family: Organix

	


ORX-2-DPTLumens: 1,448 – 21,400
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 18 – 200
Category: Architectural
Product Family: Organix

	


ORX-3-SPTLumens: 6,999 – 46,540
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 84 – 430
Category: Architectural
Product Family: Organix

	


ORX-3-DPTLumens: 6,672 – 47,380
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 84 – 430
Category: Architectural
Product Family: Organix
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	Garage, Canopy & Ceiling – New
				


ORX-1-CMLumens: 1,131 – 5,214
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 22 – 43
Category: Ceiling Mount
Product Family: Organix

	


ORX-2-CMLumens: 1,478 – 21,669
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 18 – 200
Category: Ceiling Mount
Product Family: Organix

	


AVSL-2FLumens: 2,043 – 5,425
Kelvin: 30K8, 35K8, 40K8, 50K8
Wattage: 20 – 50
Product Family: AVSL

	


AVSL-4FLumens: 3,967 – 9,445
Kelvin: 30K8, 35K8, 40K8, 50K8
Wattage: 20 – 50
Product Family: AVSL
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	Sports – New
				


VUE-34X PKL/TNSLumens: 51,159 – 87,361
Kelvin: 40K7, 50K7
Wattage: 414 – 706
Product Family: Vue

	


VUE-34X SPORTSLumens: 51,159 – 87,361
Kelvin: 40K7, 50K7
Wattage: 414 – 706
Product Family: Vue
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	Parent 2
			Bollards – New
				


ORX-BLumens: 1,176 – 5,161
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 18 – 55
Category: Bollards
Product Family: Organix

	


SEA SIDE-F IMPACT (SQ),  COG45SEA SIDE IMPACT BOLLARD (SQ) FLAT TOP, COG45Impact Rated: S20
Lumens: 945 – 2,003
 Kelvin: 30K7, 40K7, 50K7
 Wattage: 17 – 36
 Heights: 49”
 Size: 8” SQ
  Product Family: Sea Side Bollard

	


SEA SIDE-F IMPACT (SQ), SLSEA SIDE IMPACT BOLLARD (SQ) FLAT TOP, STACKED LOUVERImpact Rated: S20
Lumens: 986 – 2,275
 Kelvin: 30K7, 40K7, 50K7
 Wattage: 17 – 35
 Heights: 49”
 Size: 8” SQ
  Product Family: Sea Side Bollard

	


SEA SIDE-F IMPACT (SQ), PRSEA SIDE IMPACT BOLLARD (SQ) FLAT TOP, PARACLINEImpact Rated: S20
Lumens: 1,309 – 2,975
 Kelvin: 30K7, 40K7, 50K7
 Wattage: 17 – 35
 Heights: 49”
 Size: 8” SQ
  Product Family: Sea Side Bollard

	


SEA SIDE-F IMPACT (SQ), UNLITSEA SIDE IMPACT BOLLARD (SQ) FLAT TOP, UNLITImpact Rated: S20
Heights: 49”
 Size: 8” SQ
  Product Family: Sea Side Bollard

	


SEA SIDE-F IMPACT (RND),  COG45SEA SIDE IMPACT BOLLARD (RND) FLAT TOP, COG45Impact Rated: S10, S20
Lumens: 945 – 2,003
 Kelvin: 30K7, 40K7, 50K7
 Wattage: 17 – 36
 Heights: 49”
 Diameter: 6” OD, 8” OD
  Product Family: Sea Side Bollard

	


SEA SIDE-F IMPACT (RND), SLSEA SIDE IMPACT BOLLARD (RND) FLAT TOP, STACKED LOUVERImpact Rated: S10, S20
Lumens: 986 – 2,275
 Kelvin: 30K7, 40K7, 50K7
 Wattage: 17 – 35
 Heights: 49”
 Diameter: 6” OD, 8” OD
  Product Family: Sea Side Bollard

	


SEA SIDE-F IMPACT (RND), PRSEA SIDE IMPACT BOLLARD (RND) FLAT TOP, PARACLINEImpact Rated: S10, S20
Lumens: 1,309 – 2,975
 Kelvin: 30K7, 40K7, 50K7
 Wattage: 17 – 35
 Heights: 49”
 Diameter: 6” OD, 8” OD
  Product Family: Sea Side Bollard

	


SEA SIDE-F IMPACT (RND), UNLITSEA SIDE IMPACT BOLLARD (RND) FLAT TOP, UNLITImpact Rated: S10, S20
Heights: 49”
 Diameter: 6” OD, 8” OD
  Product Family: Sea Side Bollard

	


SEA SIDE-D IMPACT (RND), COG45SEA SIDE IMPACT BOLLARD (RND) DOME TOP, COG45Impact Rated: S10, S20
Lumens: 945 – 2,003
 Kelvin: 30K7, 40K7, 50K7
 Wattage: 17 – 36
 Heights: 49”
 Diameter: 6” OD, 8” OD
  Product Family: Sea Side Bollard

	


SEA SIDE-D IMPACT (RND), SLSEA SIDE IMPACT BOLLARD (RND) DOME TOP, STACKED LOUVERImpact Rated: S10, S20
Lumens: 986 – 2,275
 Kelvin: 30K7, 40K7, 50K7
 Wattage: 17 – 35
 Heights: 49”
 Diameter: 6” OD, 8” OD
  Product Family: Sea Side Bollard

	


SEA SIDE-D IMPACT (RND), PRSEA SIDE IMPACT BOLLARD (RND) DOME TOP, PARACLINEImpact Rated: S10, S20
Lumens: 1,309 – 2,975
 Kelvin: 30K7, 40K7, 50K7
 Wattage: 17 – 35
 Heights: 49”
 Diameter: 6” OD, 8” OD
  Product Family: Sea Side Bollard

	


SEA SIDE-D IMPACT (RND), UNLITSEA SIDE IMPACT BOLLARD (RND) DOME TOP, UNLITImpact Rated: S10, S20
Heights: 49”
 Diameter: 6” OD, 8” OD
  Product Family: Sea Side Bollard

	


RADIAN IMPACT BOLLARDImpact Rated: S10
Lumens: 1,907 – 4,164
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 21 – 35
Heights: 45”
Diameter: 6” OD
Category: Bollards
Product Family: Radian

	


RADIAN IMPACT, UNLITImpact Rated: S10
Heights: 45”
 Diameter: 6” OD
  Product Family: Radian

	


WESTFIELD IMPACT BOLLARDImpact Rated: S20
Lumens: 1,056 – 2,112
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 21 – 33
Heights: 53”
Diameter: 8” OD
Category: Bollards
Product Family: Westfield

	


WESTFIELD IMPACT, UNLITImpact Rated: S20
Heights: 53”
 Diameter: 8” OD
  Product Family: Westfield
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	Floodlights – New
				


ORX-F1Lumens: 1,888 – 5,361
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 22 – 55
Category: Floodlights
Product Family: Organix

	


ORX-F2Lumens: 5,348 – 23,703
Kelvin: 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 60 – 198
Category: Floodlights
Product Family: Organix

	


ORX-F3Lumens: 27,422 – 53,332
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 310 – 445
Category: Floodlights
Product Family: Organix

	


NV-F3Lumens: 9,125 – 26,275
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 60 – 205
Product Family: NV

	


NV-F4Lumens: 19,465 – 50,781
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 120 – 409
Product Family: NV

	


NV-F5Lumens: 51,797 – 103,699
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 575 – 805
Product Family: NV

	


NV-F3 Static ColorLumens: 9,125 – 26,275
624-634nm (Red)
520-540nm (Green)
440-460nm (Royal Blue)
585-600nm (PC Amber)
Wattage: 60 – 205
Product Family: NV
Static Colors:  

	


NV-F4 Static ColorLumens: 19,465 – 50,781
624-634nm (Red)
520-540nm (Green)
440-460nm (Royal Blue)
585-600nm (PC Amber)
Wattage: 120 – 409
Product Family: NV
Static Colors:  

	


NV-F5 Static ColorLumens: 51,797 – 103,699
624-634nm (Red)
520-540nm (Green)
440-460nm (Royal Blue)
585-600nm (PC Amber)
Wattage: 575 – 805
Product Family: NV
Static Colors:  
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	Wall Mount – New
				


ORX-CLumens: 5,953 – 16,978
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 88 – 155
Category: Wall Mount
Product Family: Organix

	


ORX-WLumens: 1,576 – 9,838
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 18 – 87
Category: Wall Mount
Product Family: Organix

	


ORX-2-WLumens: 1,478 – 21,513
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 18 – 200
Category: Wall Mount
Product Family: Organix

	


ORX-2-PTWMLumens: 1,448 – 21,400
Kelvin: 27K7, 27K8, 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 18 – 200
Category: Wall Mount
Product Family: Organix

	


NV-W2Lumens: 9,285 – 24,007
Kelvin: 27K7, 27K8 , 30K7, 30K8, 35K8, 40K7, 40K8, 50K7, 50K8
Wattage: 99 – 205
Product Family: NV
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	Family Collections
	


Organix Family
	


NV Family
	


TRAC Collection
	


VSR Family
	


VSS Family
	


CAL Family
	


Impact Family
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NLS Lighting, LLC is an American outdoor LED lighting manufacturer located in Southern California. Our specification grade architectural and commercial products feature high efficacy and NLS' Dark Sky compliant Impact Rated Optics with Glare Control Option and Visual Comfort Full Cutoff patented Star PowerTM optical technology that exceed IES required light levels utilizing the least amount of energy. Our qualified team of outdoor lighting experts stands behind Intelligent Light + Performance®.
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