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FULL CUT OFF DESIGN

R E C E S S E D  O P T I C S
DARK SKY COMPLIANT

Silicone Micro Optic
• Will not Yellow or Oxidize insuring long-term optical 

performance at 24 hours per day. 
• Vandal Resistant; will not crack when impacted or become 

brittle over time. 
• Designed to Achieve IES required foot candle levels at 

maximum spacing and low mounting height. 
• IP67 Protective Light Engine Sealed for harsh and coastal 

environments. 

Dark Sky Compliance
• Recessed LEDs. 
• Full cutoff design for open structures. 

Energy Savings
• Provides IES required foot candles at the furthest spacings and 

lowest mounting heights at the least wattage in the industry.

Easy Mount Installation Option
• Contractor friendly. Easy mount installation enables large 

quantities of luminaires to be installed in a short amount of time. 
• Knockout provisions for side conduit entry.

Durability
• Robust designs to prevent vandalism at low mounting heights.

Design Lights Consortium
• Premium Listed

FORM, FUNCTION, & RELIABILITY

VALUE SERIES PG CEILING MOUNT
ULTIMATE PARKING STRUCTURE LUMINAIRE

Assembly View

DRIVER
0-10V Dimming Driver.
THD @ Max Load < 15%
Power Factor @ Max 
Load < 0.95 MICRO OPTICS

IP67 Rated Silicone modules 
withstand extreme weather 
conditions. Thermal, UV 
resistant. Rated up to 150° C.

THERMAL MANAGEMENT
Extruded Aluminum heat sink 
designed for maximum 
thermal conduction.

FINISH
Textured—5 mils powder 
coated electrostatically. 
NLS’ standard high-quality 
finishes prevent corrosion 
for extreme environment 
lasting protection.

HOUSING CAVITY
3003 Heavy Aluminum Alloy

CEILING MOUNT BRACKET
Aluminum.

VSS

VSR
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Using proprietary Optical and Thermal 
Management systems, VSS/VSR 
Parking Structure Luminaires 
create Maximum Value.

Designed & Engineered 
For Maximum Value

WATTAGE

16L 32L
350 milliamps 18W

530 milliamps 28W

700 milliamps 36W 71W

1050 milliamps 56W 106W

56W

VSS-S

16L 32L
350 milliamps 18W

530 milliamps 28W

700 milliamps 36W 71W

1050 milliamps 56W 106W

VSR-S

32L 48L
71W

106W

700 milliamps 104W 136W

1050 milliamps 156W 205W

64LVSS-1

48L 64L
104W

156W

700 milliamps
205W1050 milliamps

136W

VSR-1

EPA

VSS-S 
VSS-1

Square CM

(SGL)
0.59
0.90

VSR-S
VSR-1

Round CM

(SGL)
0.38
0.70

VSS-S 
VSS-1

Square PM

(SGL)
0.61  0.68  0.75
0.94  1.01  1.08

12”    24”    36” 

VSR-S
VSR-1

12”     24”   36” 
Round PM

(SGL)
0.66  0.73  0.80
1.08  1.15  1.22

VSR

VSS

OPTIONS
Marine Grade Finish (MGF)
Emergency Battery Back-Up (EB) 
Motion Sensor (MS) 
FSP-211 Event-Based Dimming | 8’ Ht. (FSP-8)
Acrylic Optics (AO)

FEATURES

KELVIN TEMPERATURE
2700, 3000, 3500, 4000, 5000

MICRO OPTICS
IES Types T2, T3, T4, T5

CERTIFICATIONS
UL Listed, IP65 Rated Housing, IP67 Optics,
DesignLights Consortium® (DLC)
*Not all product configurations may be DLC Premium 
or DLC qualified. Visit www.designlights.com/QPL for 
product listings.
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IES DISTRIBUTIONS PHOTOMETRY | PARKING GARAGE

T2

T3

T4

T5

VSS-CM-T5-16L-1-50K-CEILING MT AT 9’ MTG HT

• Industry changing optical properties

• Silicone optic withstands harshest 
weather and dirt conditions

• Exceptional thermal and UV resistance

• Rated up to 150° C, whereas acrylic 
rated up to 85° C

• No yellowing, cracking or getting brittle

• Vandal resistant, no fading or chalking

• Proven and warranted solution

SILICONE OPTICS

Symbol:
Quantity:

Label:
Arrangement:

LLF:
Lum. Watts:

Lumens:

40
A
Single
0.950
56
6501

Workplane
Illuminance
Fc
8.21
11.6
1.0
8.21
11.60

Label:
Calc Type:

Units:
Avg:
Max:
Min:

Avg/Min:
Max/Min:

4.6 5.0 4.8 4.8 5.1 4.9 4.8 5.1 4.9 4.8 5.1 4.9 4.8 5.1 4.9 4.8 5.1 4.9 4.8 5.1 4.9 4.8 5.1 4.9 4.8 5.1 4.8 4.4

8.5 9.6 7.9 9.4 9.8 7.9 9.4 9.8 8.0 9.4 9.8 8.0 9.4 9.8 8.0 9.4 9.8 8.0 9.4 9.8 8.0 9.4 9.8 8.0 9.4 9.8 7.9 9.4 9.4

9.4 10.6 9.1 10.6 10.9 9.2 10.6 10.9 9.2 10.6 10.9 9.2 10.6 10.9 9.2 10.6 10.9 9.2 10.6 10.9 9.2 10.6 10.9 9.2 10.6 10.9 9.2 10.5 10.2 5.1 1.4

4.8 8.5 9.5 10.1 9.8 9.7 10.2 9.8 9.7 10.2 9.8 9.7 10.2 9.8 9.7 10.2 9.8 9.7 10.2 9.8 9.7 10.2 9.8 9.7 10.2 9.8 9.6 10.2 9.7 8.7 5.7 1.6

4.1 9.7 11.1 8.6 10.7 11.4 8.6 10.7 11.4 8.7 10.7 11.4 8.7 10.7 11.4 8.7 10.7 11.4 8.7 10.7 11.4 8.7 10.7 11.4 8.6 10.7 11.4 8.6 10.6 10.7 4.9 1.4

1.1 3.9 7.9 9.0 8.0 8.9 9.2 8.1 9.0 9.2 8.1 9.0 9.2 8.1 9.0 9.2 8.1 9.0 9.2 8.1 9.0 9.2 8.1 9.0 9.2 8.1 9.0 9.2 8.0 8.8 8.4 4.5 1.4

1.1 3.4 5.4 6.1 6.9 6.5 6.3 7.0 6.5 6.4 7.0 6.6 6.4 7.0 6.6 6.4 7.0 6.6 6.4 7.0 6.6 6.4 7.0 6.6 6.4 7.0 6.5 6.3 6.9 6.4 5.5 3.9 1.4

1.1 3.8 7.5 8.5 7.9 8.5 8.7 7.9 8.6 8.7 8.0 8.6 8.7 8.0 8.6 8.7 8.0 8.6 8.7 8.0 8.6 8.7 8.0 8.6 8.7 8.0 8.6 8.7 7.9 8.4 7.9 4.4 1.4

1.0 3.9 9.6 11.3 8.3 10.6 11.6 8.4 10.7 11.6 8.4 10.7 11.6 8.4 10.7 11.6 8.4 10.7 11.6 8.4 10.7 11.6 8.4 10.7 11.6 8.4 10.6 11.6 8.3 10.5 10.9 4.7 1.3

1.2 4.8 8.6 9.6 10.1 9.9 9.7 10.2 9.9 9.8 10.2 9.9 9.8 10.2 9.9 9.8 10.2 9.9 9.8 10.2 9.9 9.8 10.2 9.9 9.8 10.2 9.9 9.7 10.1 9.8 8.8 5.6 1.6

1.1 4.5 9.3 10.6 9.4 10.4 10.7 9.4 10.5 10.8 9.4 10.5 10.8 9.4 10.5 10.8 9.5 10.5 10.8 9.5 10.5 10.8 9.4 10.5 10.8 9.4 10.5 10.7 9.4 10.3 9.9 5.2 1.5

3.8 8.8 10.1 7.9 9.8 10.3 8.0 9.9 10.4 8.0 9.9 10.4 8.0 9.9 10.4 8.0 9.9 10.4 8.0 9.9 10.4 8.0 9.9 10.4 8.0 9.8 10.3 7.9 9.6 9.6

2.6 4.6 5.1 5.5 5.4 5.3 5.6 5.4 5.3 5.6 5.4 5.3 5.6 5.4 5.3 5.6 5.4 5.3 5.6 5.4 5.3 5.6 5.4 5.3 5.6 5.4 5.3 5.6 5.3 4.7

12

8

5.1

2.9

1.5

0.63

0.19

0.023

0.0008
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IES DISTRIBUTIONS PHOTOMETRY | PARKING GARAGE
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