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SITE  LIGHTING

VALUE SERIES ROUND

LISTINGS
• Certified to UL 1598
• CSA C22.2 No. 250.0 
• DesignLights Consortium® (DLC)
• DesignLights Consortium Premium® (DLCP)
• IP65/ IP67 Rated

FORM AND FUNCTION
• Sleek, low profile housing
• Engineered for optimum thermal management
• Low depreciation rate 
• Optical system designed for:

- Parking Lots
- Commercial Applications

• Spider Mount or Direct Pole mount

CONSTRUCTION
• Spun Aluminum
• Corrosion resistant external hardware
• One-piece silicone gasket ensures IP-65 seal for 

electronics compartment
• Two-piece silicone Micro Optic system ensures IP-67 

level seal around each PCB

WARRANTY
Five-year limited warranty for drivers and LEDs.

FINISH
• 5 mils electrostatic powder coat. 
• NLS’ standard high-quality finishes prevent corrosion 

protects against  extreme environmental conditions

LED WATTAGE CHART
16L 32L 48L 64L 80L 96L

350 milliamps 18w - - - - -
530 milliamps 28w 56w - - - -
700 milliamps 36w 71w 104w 136w - -
1050 milliamps 56w 106w 156w 205w 263w 316w

VSR-2VSR-1VSR-S

Project Name: Type:

Color

Bronze
(BRZ)

White
(WHT)

Silver
(SVR)

Hunter 
Green
(HGN)

Black
(BLK)

Graphite
(GPH)

Grey
(GRY)

Custom 
(CS)

Value Series Round 
Small

(VSR-S)

Value Series Round 
1

(VSR-1)

Value Series Round 
2

(VSR-2)

Cat # Micro Optics

Type 2
(T2)

Type 3
(T3)

Type 4
(T4)

Type 5
(T5)

Nema 3
30° Narrow 

Beam

(N3)

No. of LEDs

VSR-S
16 (16L)
32 (32L)

VSR-1
32 (32L)
48 (48L)
64 (64L)

VSR-2
80 (80L)
96 (96L)

Kelvin

3000K
(30K)

4000K
(40K)

5000K
(50K)

Milliamps

350
(35)

*VSR-S Only

530
(53)

*VSR-S Only

700
(7)

*16L-64L Only

1050
(1)

Volts

120-277
(UNV)

340-480
(HV) 

Mounting

Direct Pole
Single, D180

6" (DP6)

D90, T90, T120, QD
10" (DP10)

*For Round Poles please order RPA Adaptor
*See next page for Arm Configurations

Spider Mount (4-Bar)
Over 2⅜" Tenon (SPM2)
Over 3” Tenon (SPM3)

*VSR-1, VSR-2 Only

Yoke Mount (2-Bar)
Over 2⅜" Tenon (YM2)
Over 3” Tenon (YM3)

*VSR-S Only

Wall Mount (WM)
*Includes 6" Bolt on Arm

Options

Bird Spikes (BS)
Marine Grade Finish (MGF)

 Surge Protector (10K) 
Nema 7-Pin Receptacle (PE7) 

Photocell (PC) 
*Universal Voltage 120-277

Motion Sensor (MS)

FSP-211 with Motion Sensor 
(UNV Voltage)

For 8' + Below (FSP-8)
For 9' to 20' (FSP-20)

For 21' to 40' (FSP-40)
* Motion Sensor and FSP-211 are integral to 

the fixture
Quick Mount Bracket (QMB)

Retrofit Quick Mount Bracket (RQMB)
Internal Microwave Motion Sensor (IMMS)

Rotate Optic Right (ROR)
Rotate Optic Left (ROL)

Round Pole Adaptor 3"-4" Pole (RPA4)
Round Pole Adaptor 5"-6" Pole (RPA5)

House Side Shields (HSS)
*HSS not applicable with N3 - NEMA 30° Optics

Automotive House Side Shield (AHS)
Acrylic Optics (AO)
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OPTICAL CONFIGURATIONS

VSR-S / 16L VSR-S / 32L VSR-1 / 48L VSR-1 / 64LVSR-1 / 48LVSR-S / 16L

EPA
EPA SGL D90 D180 T90 T120 QD

VSR-S 0.65 0.99 1.3 1.5 1.39 1.5
VSR-1 1.05 1.66 2.1 2.48 2.26 2.48
VSR-2 1.36 2.17 2.73 3.18 2.91 3.18

TEMP.
VSR-S

L70 (16L) L90 (16L) L70 (32L) L90 (32L)

25°C 483,000 180,000 483,000 >60,000

VSR-1
L70 L90 

483,000 >60,000

VSR-2
L70 L90 

483,000 >60,000

L70/L90 DATA

VSR-S / 32L VSR-1 / 64L VSR-2 / 80L VSR-2 / 96L

DPX ARM LENGTH

DPX
ARM LENGTH SGL D90 D180 T90 T120 QD

VSR-S 3" 6" 3" 6" 6" 6"
VSR-1 6" 20" 6" 10" 10" 10"

VSR-2 6" 10" 6" 10" 10" 10"

*DLC S= Standard P= Premium *Contact factory for AHS lumens

PART NUMBER N3
LUMENS

LM/W T2
LUMENS

LM/W DLC BUG T3 HSS 
LUMENS

LM/W BUG T3 
LUMENS

LM/W DLC BUG T4 HSS 
LUMENS

LM/W BUG T4 
LUMENS

LM/W DLC BUG T5 
LUMENS

LM/W DLC BUG W

VSR-S-16L-35-30K 2016 112 2142 119 P B1-U0-G1 1044 58 B1-U0-G0 2088 116 S B1-U0-G1 1026 57 B0-U0-G0 2070 115 P B1-U0-G1 2160 120 P B2-U0-G1 18
VSR-S-16L-35-40K 2088 116 2305 128 P B1-U0-G1 1116 62 B1-U0-G0 2247 125 P B1-U0-G1 1098 61 B0-U0-G0 2227 124 P B1-U0-G1 2322 129 P B2-U0-G1 18
VSR-S-16L-35-50K 2160 120 2356 131 P B1-U0-G1 1188 66 B1-U0-G0 2297 128 P B1-U0-G1 1170 65 B0-U0-G0 2277 127 P B1-U0-G1 2376 132 P B2-U0-G1 18
VSR-S-16L-53-30K 3136 112 3275 117 P B1-U0-G1 1624 58 B0-U0-G0 3192 114 S B1-U0-G1 1596 57 B0-U0-G1 3165 113 P B1-U0-G1 3304 118 P B2-U0-G1 28
VSR-S-16L-53-40K 3248 116 3524 126 P B1-U0-G1 1736 62 B0-U0-G0 3435 123 P B1-U0-G1 1708 61 B0-U0-G1 3406 122 P B1-U0-G1 3556 127 P B2-U0-G1 28
VSR-S-16L-53-50K 3360 120 3603 129 P B1-U0-G1 1848 66 B0-U0-G1 3511 125 P B1-U0-G1 1820 65 B0-U0-G1 3482 124 P B1-U0-G1 3640 130 P B2-U0-G1 28
VSR-S-16L-7-30K 4032 112 4100 114 P B1-U0-G1 2088 58 B0-U0-G1 3996 111 P B1-U0-G1 2052 57 B0-U0-G1 4003 111 P B1-U0-G1 4176 116 P B3-U0-G1 36
VSR-S-16L-7-40K 4176 116 4411 123 P B1-U0-G1 2232 62 B0-U0-G1 4300 119 P B1-U0-G1 2196 61 B0-U0-G1 4308 120 P B1-U0-G1 4500 125 P B3-U0-G1 36
VSR-S-16L-7-50K 4320 120 4510 125 P B1-U0-G1 2376 66 B0-U0-G1 4396 122 P B1-U0-G1 2340 65 B0-U0-G1 4404 122 P B1-U0-G1 4608 128 P B3-U0-G1 36
VSR-S-16L-1-30K  6272 112 5858 105 S B1-U0-G1 3248 58 B0-U0-G1 5712 102 S B1-U0-G1 3192 57 B0-U0-G1 5661 101 S B1-U0-G2 5880 105 S B3-U0-G1 56
VSR-S-16L-1-40K 6496 116 6303 113 P B1-U0-G1 3472 62 B0-U0-G1 6146 110 S B1-U0-G1 3416 61 B0-U0-G1 6091 109 S B1-U0-G2 6328 113 P B3-U0-G1 56
VSR-S-16L-1-50K 6720 120 6443 115 P B1-U0-G1 3696 66 B0-U0-G1 6283 112 P B1-U0-G2 3640 65 B0-U0-G1 6227 111 S B1-U0-G2 6496 116 P B3-U0-G1 56
VSR-S-32L-53-30K  6272 112 5858 105 P B1-U0-G1 3248 58 B0-U0-G1 5712 102 P B1-U0-G1 3192 57 B0-U0-G1 5661 101 P B1-U0-G2 5880 105 P B3-U0-G1 56
VSR-S-32L-53-40K  6496 116 6303 113 P B1-U0-G1 3472 62 B0-U0-G1 6146 110 P B1-U0-G1 3416 61 B0-U0-G1 6091 109 P B1-U0-G2 6328 113 P B3-U0-G1 56
VSR-S-32L-53-50K 6720 120 6443 115 P B1-U0-G1 3696 66 B0-U0-G1 6283 112 P B1-U0-G2 3640 65 B0-U0-G1 6227 111 P B1-U0-G2 6496 116 P B3-U0-G1 56
VSR-S-32L-7-30K  7952 112 8086 114 P B2-U0-G2 4118 58 B0-U0-G1 7881 111 S B2-U0-G2 4047 57 B0-U0-G1 7896 111 S B2-U0-G2 8236 116 P B3-U0-G2 71
VSR-S-32L-7-40K  8236 116 8700 123 P B2-U0-G2 4402 62 B0-U0-G1 8480 119 P B2-U0-G2 4331 61 B0-U0-G1 8496 120 P B2-U0-G2 8875 125 P B3-U0-G2 71
VSR-S-32L-7-50K  8520 120 8894 125 P B2-U0-G2 4686 66 B0-U0-G1 8669 112 P B2-U0-G2 4615 65 B0-U0-G2 8685 122 P B2-U0-G2 9088 128 P B3-U0-G2 71
VSR-S-32L-1-30K  11872 112 11088 105 S B2-U0-G2 6148 58 B0-U0-G2 10812 102 S B2-U0-G2 6042 57 B0-U0-G2 10715 101 S B2-U0-G2 11130 105 S B3-U0-G2 106
VSR-S-32L-1-40K  12296 116 11930 113 S B2-U0-G2 6572 62 B0-U0-G2 11634 110 S B2-U0-G2 6466 61 B0-U0-G2 11529 109 S B2-U0-G2 11978 113 S B3-U0-G2 106
VSR-S-32L-1-50K 12720 120 12196 115 S B2-U0-G2 6996 66 B0-U0-G2 11893 112 S B2-U0-G2 6890 65 B0-U0-G2 11787 111 S B2-U0-G2 12296 116 S B3-U0-G2 106
VSR-1-32L-7-30K  7952 112 7427 105 P B2-U0-G2 3248 58 B0-U0-G1 7881 111 S B2-U0-G2 4047 57 B0-U0-G1 7896 111 S B2-U0-G2 8236 116 P B3-U0-G2 71
VSR-1-32L-7-40K  8236 116 7991 113 P B2-U0-G2 3472 62 B0-U0-G1 8480 119 P B2-U0-G2 4331 61 B0-U0-G2 8496 120 P B2-U0-G2 8875 125 P B3-U0-G2 71
VSR-1-32L-7-50K 8520 120 8169 115 P B2-U0-G2 3696 66 B0-U0-G1 8669 122 P B2-U0-G2 4615 65 B0-U0-G2 8685 122 P B2-U0-G2 9088 128 P B3-U0-G2 71
VSR-1-32L-1-30K  11872 112 11088 105 S B2-U0-G2 4118 58 B0-U0-G2 10812 102 S B2-U0-G2 6042 57 B0-U0-G2 10715 101 S B2-U0-G2 11130 105 S B4-U0-G2 106
VSR-1-32L-1-40K  12296 116 11930 113 S B2-U0-G2 4402 62 B0-U0-G2 11634 110 S B2-U0-G2 6466 61 B0-U0-G2 11529 109 S B2-U0-G2 11978 113 S B4-U0-G2 106
VSR-1-32L-1-50K 12720 120 12196 115 S B2-U0-G2 4686 66 B0-U0-G2 11893 112 S B2-U0-G2 6890 65 B0-U0-G2 11787 111 S B2-U0-G2 12296 116 S B4-U0-G2 106
VSR-1-48L-7-30K  11648 112 11844 114 S B2-U0-G2 6148 58 B0-U0-G2 11544 111 S B2-U0-G2 5928 57 B0-U0-G2 11648 112 S B2-U0-G2 12068 116 S B4-U0-G2 104
VSR-1-48L-7-40K  12064 116 12744 123 P B2-U0-G2 6572 62 B0-U0-G2 12421 119 P B2-U0-G2 6344 61 B0-U0-G2 12444 120 P B2-U0-G2 12985 125 P B4-U0-G2 104
VSR-1-48L-7-50K 12480 120 13028 125 P B2-U0-G2 6996 66 B0-U0-G2 12698 122 P B2-U0-G2 6760 65 B0-U0-G2 12792 123 P B2-U0-G2 13275 128 P B4-U0-G2 104
VSR-1-48L-1-30K  17472 112 16318 105 S B3-U0-G3 6032 58 B0-U0-G2 15912 102 S B3-U0-G3 8892 57 B1-U0-G2 15769 101 S B3-U0-G3 16455 105 S B4-U0-G2 156
VSR-1-48L-1-40K  18096 116 17558 113 S B3-U0-G3 6448 62 B0-U0-G2 17121 110 S B3-U0-G3 9516 61 B1-U0-G2 16968 109 S B3-U0-G3 17705 113 S B4-U0-G2 156
VSR-1-48L-1-50K 18720 120 17950 115 S B3-U0-G3 6864 66 B1-U0-G2 17503 112 S B3-U0-G3 10140 65 B1-U0-G2 17346 111 S B3-U0-G3 18100 116 S B4-U0-G2 156
VSR-1-64L-7-30K  15232 112 15488 114 S B3-U0-G3 9048 58 B0-U0-G2 15096 111 S B2-U0-G2 7752 57 B0-U0-G2 15124 111 S B3-U0-G3 15781 116 S B4-U0-G2 136
VSR-1-64L-7-40K  15776 116 16665 123 P B3-U0-G3 9672 62 B0-U0-G2 16243 119 P B2-U0-G2 8296 61 B0-U0-G2 16273 120 P B3-U0-G3 16981 125 P B4-U0-G2 136
VSR-1-64L-7-50K 16320 120 17037 125 P B3-U0-G3 10296 66 B0-U0-G2 16606 122 P B2-U0-G2 8840 65 B1-U0-G2 16728 123 P B3-U0-G3 17359 128 P B4-U0-G2 136
VSR-1-64L-1-30K  22960 112 21443 105 S B3-U0-G3 7888 58 B1-U0-G2 20910 102 S B3-U0-G3 11685 57 B1-U0-G2 20722 101 S B3-U0-G3 21623 105 S B5-U0-G3 205
VSR-1-64L-1-40K  23780 116 23073 113 S B3-U0-G3 8432 62 B1-U0-G2 22499 110 S B3-U0-G3 12505 61 B1-U0-G2 22297 109 S B3-U0-G3 23267 113 S B5-U0-G3 205
VSR-1-64L-1-50K 24600 120 23588 115 S B3-U0-G3 8976 66 B1-U0-G2 23001 112 S B3-U0-G3 13325 65 B1-U0-G3 22795 111 S B3-U0-G4 23785 116 S B5-U0-G3 205
VSR-2-80L-1-30K  28141 107 27510 105 S B3-U0-G3 11890 58 B1-U0-G3 26826 102 S B3-U0-G4 14991 57 B1-U0-G3 26585 101 S B3-U0-G4 27741 105 S B5-U0-G4 263
VSR-2-80L-1-40K  30245 115 29601 113 S B3-U0-G3 12710 62 B1-U0-G3 28865 110 S B3-U0-G4 16043 61 B1-U0-G3 28606 109 S B3-U0-G4 29850 113 S B5-U0-G4 263
VSR-2-80L-1-50K 31297 119 30261 115 P B3-U0-G3 13530 66 B1-U0-G3 29509 112 S B3-U0-G4 17095 65 B1-U0-G3 29244 111 S B3-U0-G4 30515 116 S B5-U0-G4 263
VSR-2-96L-1-30K  33812 107 33054 105 S B3-U0-G4 15254 58 B1-U0-G3 32232 102 S B3-U0-G4 18012 57 B1-U0-G3 31943 101 S B3-U0-G4 33332 105 S B5-U0-G4 316
VSR-2-96L-1-40K  36340 115 35566 113 S B3-U0-G4 16306 62 B1-U0-G3 34682 110 S B4-U0-G4 19276 61 B1-U0-G4 34371 109 S B3-U0-G4 35865 113 S B5-U0-G4 316
VSR-2-96L-1-50K 37604 119 36359 115 S B4-U0-G4 17358 66 B1-U0-G4 35455 112 S B4-U0-G4 20540 65 B1-U0-G4 35137 111 S B3-U0-G4 36665 116 S B5-U0-G4 316

LUMENS
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