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96 FIXTURES PER PALLET

19W
LM 2,470 - 2,648

FLX-NV-W-(A)-16L-35-30K7-(B)-WM-BRZ-(C)    

FLX-NV-W-(A)-16L-35-40K7-(B)-WM-BRZ-(C)

FLX-NV-W-(A)-16L-35-50K7-(B)-WM-BRZ-(C)         

↓                          ↓                    ↓*                         *                   *

37W
LM 4,388 - 4,698

FLX-NV-W-(A)-16L-7-30K7-(B)-WM-BRZ-(C)         

FLX-NV-W-(A)-16L-7-40K7-(B)-WM-BRZ-(C)

FLX-NV-W-(A)-16L-7-50K7-(B)-WM-BRZ-(C)       

56W
LM 5,970 - 6,391

FLX-NV-W-(A)-16L-1-30K7-(B)-WM-BRZ-(C) 

FLX-NV-W-(A)-16L-1-40K7-(B)-WM-BRZ-(C)

FLX-NV-W-(A)-16L-1-50K7-(B)-WM-BRZ-(C)         

              OPTIONAL ADDERS—Factory Installed
RECEPTACLE (7PIN) + PHOTOCELL (PCR) FSP211 REMOTE (FSIR)

RECEPTACLE (7PIN) + SHORTING CAP (PER) FSP211 WITH MOTION SENSOR UNV VOLT 
•	 8’ (FSP-8)
•	20’ (FSP-20)

+

7PIN

PER

PCR

+

      DISTRIBUTION TYPES AVAILABLE:
•	 Type 2 (T2) 
•	 Type 3 (T3)
•	 Type 4 (T4)

      VOLTAGES AVAILABLE:
•	 Universal 120-277 (UNV)
•	 High Volt 347-480 (HV) 

              (OPTIONAL) ADDERS AVAILABLE:
•	 Receptable + Photocell (7PIN/PCR)   
•	 Receptable + Shorting Cap (7PIN/PER)   
•	 FSP211 MS (FSP-8), (FSP-20)  
•	 FSP211 Remote (FSIR)   
•	 House Side Shield (HSS)   

(*) Selections Available to Configure

A

B

C

FLX-NV-W

5 Degree Internal Tilt 
produces 44% measurable 
light increase

FREIGHT ALLOWED: $3,000 USD

SHIPPING

SHIPPING

How To Order?
A

B

C

Distribution Types

Voltage

Optional Adders

1. Choose from Selections—

2. Submit Order
3. Order ships in 24 HRS!
*72HRS for approved modifications 

71W
LM 9,010 - 9,646

FLX-NV-W-(A)-32L-7-30K7-(B)-WM-BRZ-(C) 

FLX-NV-W-(A)-32L-7-40K7-(B)-WM-BRZ-(C)

FLX-NV-W-(A)-32L-7-50K7-(B)-WM-BRZ-(C)         

100W
LM 10,871 - 11,544

FLX-NV-W-(A)-32L-1A-30K7-(B)-WM-BRZ-(C) 

FLX-NV-W-(A)-32L-1A-40K7-(B)-WM-BRZ-(C)

FLX-NV-W-(A)-32L-1A-50K7-(B)-WM-BRZ-(C)         

W A L L PA C K

Quantity 25 or less per order. 
For additional quantity breaks, or custom 

finishes, please Contact Factory.


